
https://www.stonestamcor.co.za/
https://www.ccgcablegland.co.za/
www.voltex.co.za


https://www.hellermanntyton.co.za/


http://www.ccgcablegland.co.za
https://lescosk.com/
http://www.stonestamcor.co.za
https://crabtree.co.za/


http://www.safequip.co.za/
http://www.pratleyelectrical.com
https://www.solaredge.com/za/


http://www.siemens.com/amb
https://www.siemens.com/za/en/products/energy/low-voltage/components/sinova-products.html


http://www.frost.com
http://www.vertiv.com


http://www.aberdare.co.za
http://www.eaton.com


https://www.actom.co.za/
https://comtest.co.za/Campaign-Pages/Fluke-Solar-Solutions?utm_source=PR-ADPrint&utm_medium=Sparks&utm_campaign=3rd-SolarSolutions


https://www.acdc.co.za/
http://www.allbro.com
www.allbro.com


http://www.weg.net
http://www.electricalboards.co.za


http://www.yaskawa.za.com


http://www.AfricaDataCentres.com
https://referro.co.za/


http://www.rubicon.tech


http://www.auroralighting.co.za


http://www.eurolux.co.za


http://www.med-techengineers.co.za
https://www.vossloh-schwabe.com/
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104

8mm

5 mm

LEDline™ single colour 
strip connector

LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 100lm/W

Cut points every 50mm for  

maximum flexibility

Beam angle of 120° 

320 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 30m

24V IP20 COB eco LED strip

LEDline™ single colour wired 
strip connector

LEDline™ single colour inter-connection 
strip connector

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST88C-30 8W 320 3000K 720lm 90

AA-ST88C-40 8W 320 4000K 760lm 95

AA-ST88C-50 8W 320 5000K 781lm 98

AA-ST88C-65 8W 320 6500K 802lm 100

Accessories

AA-STA8CA LEDline™ COB single colour strip connector

AA-STA8CB LEDline™ COB single colour wired strip connector

AA-STA8CC LEDline™ COB single colour inter-connection strip connector

AA-STA8CD LEDline™ COB single colour 90° strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 4m

SV-LRS-50-24 50W non-dimmable 24V constant voltage driver 6m

SV-LRS-75-24 75W non-dimmable 24V constant voltage driver 8.5m

SV-LRS-100-24 100W non-dimmable 24V constant voltage driver 11.5m

S
trip
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hting

24V IP20 COB ECO 
Single Colour LED Strip

Max single run 5m 
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LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 100lm/W

Cut points every 50mm for  

maximum flexibility

Beam angle of 120° 

320 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 10m

24V IP67 COB eco LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST108CIP-30 8W 320 3000K 680lm 85

AA-ST108CIP-40 8W 320 4000K 720lm 90

AA-ST108CIP-50 8W 320 5000K 760lm 95

AA-ST108CIP-65 8W 320 6500K 800lm 100

Accessories

AA-STA10IP LEDline™ COB IP67 strip connector kit

Cat. No. Description Metres per driver

LED Drivers

SV-LPV-35-24 35W non-dimmable IP67 24V constant voltage driver 4m

SV-LPV-60-24 60W non-dimmable IP67 24V constant voltage driver 7m

SV-LPV-100-24 100W non-dimmable IP67 24V constant voltage driver 10m

24V IP67 COB ECO 
Single Colour LED Strip

10mm

5 mm

IP Rated kit includes:
- 2 power leads
- 2 end caps
- 4 starter sleeves
- 1 tube of sealant
- 6 fixing clips
- 12 fixing screws
Requires soldering

AA-STA10IP

Max single run 5m 
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10mm

5 mm

LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 105lm/W

Cut points every 46mm for  

maximum flexibility

Beam angle of 120° 

528 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 30m

24V IP20 COB pro LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST10150C-30 15W 528 3000K 1425lm 105

AA-ST10150C-40 15W 528 4000K 1500lm 100

AA-ST10150C-50 15W 528 5000K 1541lm 103

AA-ST10150C-65 15W 528 6500K 1582lm 105

Accessories

AA-STA10CA LEDline™ COB single colour strip connector

AA-STA10CB LEDline™ COB single colour wired strip connector

AA-STA10CC LEDline™ COB single colour inter-connection strip connector

AA-STA10CD LEDline™ COB single colour 90° strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 2m

SV-LRS-50-24 50W non-dimmable 24V constant voltage driver 3m

SV-LRS-75-24 75W non-dimmable 24V constant voltage driver 4.5m

SV-LRS-100-24 100W non-dimmable 24V constant voltage driver 6m

SV-LRS-150-24 150W non-dimmable 24V constant voltage driver 9m

S
trip

 Lig
hting

24V IP20 COB PRO 
Single Colour LED Strip

Max single run 5m 

LEDline™ single colour 
strip connector

LEDline™ single colour wired 
strip connector

LEDline™ single colour inter-connection 
strip connector
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LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 95lm/W

Cut points every 46mm for  

maximum flexibility

Beam angle of 120° 

528 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 10m

24V IP67 COB pro LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST12150CIP-30 15W 528 3000K 1275lm 85

AA-ST12150CIP-40 15W 528 4000K 1350lm 90

AA-ST12150CIP-50 15W 528 5000K 1387lm 92

AA-ST12150CIP-65 15W 528 6500K 1424lm 95

Accessories

AA-STA12IP LEDline™ COB IP67 strip connector kit

Cat. No. Description Metres per driver

LED Drivers

SV-LPV-35-24 35W Non-Dimmable IP67 24V Constant Voltage Driver 2m

SV-LPV-60-24 60W Non-Dimmable IP67 24V Constant Voltage Driver 3.5m

SV-LPV-100-24 100W Non-Dimmable IP67 24V Constant Voltage Driver 6m

SV-LPV-150-24 150W Non-Dimmable IP67 24V Constant Voltage Driver 9m

24V IP67 COB PRO 
Single Colour LED Strip

12mm

5 mm

IP Rated kit includes:
- 2 power leads
- 2 end caps
- 4 starter sleeves
- 1 tube of sealant
- 6 fixing clips
- 12 fixing screws
Requires soldering

AA-STA12IP

Max single run 5m 
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LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency at 94lm/W

Cut points every 25mm for  

maximum flexibility

Beam angle of 120° 

640 LEDs per metre

For runs over 5m individual lengths 
should be connected in parallel

Reel length of 30m

24V IP20 COB colour tuneable LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST10160CCX 16W 640 2700K & 6500K
1500lm 

combined
94 

combined

Accessories

AA-STA10CA LEDline™ COB single colour strip connector

AA-STA10CB LEDline™ COB single colour wired strip connector

AA-STA10CC LEDline™ COB single colour inter-connection strip connector

AA-STA10CD LEDline™ COB single colour 90° strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 2m

SV-LRS-50-24 50W non-dimmable 24V constant voltage driver 3m

SV-LRS-75-24 75W non-dimmable 24V constant voltage driver 4.5m

SV-LRS-100-24 100W non-dimmable 24V constant voltage driver 5.5m

SV-LRS-150-24 150W non-dimmable 24V constant voltage driver 8.5m

SV-LRS-200-24 150W non-dimmable 24V constant voltage driver 10m

S
trip

 Lig
hting

24V IP20 COB 
Colour Tuneable LED Strip

CX

Colour Tuneable

6500K2700K

AA-STA10CA LEDline™ COB single 
colour strip connector

AA-STA10CB LEDline™ COB single 
colour wired strip connector

AA-STA10CC LEDline™ COB single colour  
inter-connection strip connector

Max single run 5m 

Contact our sales office for more 
information on CX strip controllers,  
Tel: +27 (0) 11 234 4878 or  
Email: info@aurora-africa.com

10mm

5 mm

AA-STA10CD  LEDline™ COB single colour 
90° strip connector
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AA-STA12CA LEDline™ COB RGBW 
Strip Connector

LEDline™

COB RGBW flexible strip with 3M 
self adhesive backing

Cut points every 63mm for 

maximum flexibility

Beam angle of 120° 

896 LEDs per metre

For runs over 5m individual lengths 
should be connected in parallel

Reel length of 30m

24V IP20 COB RGBW LED strip

AA-STA12CB LEDline™ COB RGBW 
wired strip connector

AA-STA12CC LEDline™ COB RGBW 
inter-connection strip connector

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST12160CRGBW-30 16W 896 3000K 640lm
combined

40
AA-ST12160CRGBW-40 16W 896 4000K

Accessories

AA-STA12CA LEDline™ COB RGBW strip connector

AA-STA12CB LEDline™ COB RGBW wired strip connector

AA-STA12CC LEDline™ COB RGBW inter-connection strip connector

AA-STA12CD LEDline™ COB RGBW single colour 90° strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 2m

SV-LRS-50-24 50W non-dimmable 24V constant voltage driver 3m

SV-LRS-75-24 75W non-dimmable 24V constant voltage driver 4.5m

SV-LRS-100-24 100W non-dimmable 24V constant voltage driver 5.5m

SV-LRS-150-24 150W non-dimmable 24V constant voltage driver 8.5m

SV-LRS-200-24 200W non-dimmable 24V constant voltage driver 10m

24V IP20 COB 
RGBW LED Strip

RGBW

White Options

RGB Colour Changing

4000K3000K

Max single run 5m 

AA-STA12CD LEDline™ COB RGBW 
90° strip connector

12mm

5 mm

Contact our sales office for more 
information on RGBW strip controllers, 
Tel: +27 (0) 11 234 4878 or  
Email: info@aurora-africa.com
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LEDline™

High density colour changing flexible LED 
strip with 3M™ self adhesive backing

Cut points every 100mm for  

maximum flexibility

Beam angle of 120° 

60 LEDs per metre

Programmable settings including static 
colours and colour changing modes

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 30m

24V IP20 RGB LED strip

3 mm

10 mm

0.5 mm

Cat. No. Watts/m No. of LEDs/m Colour

EN-ST224RGB 14.4W 60 RGB

Accessories

EN-STRGBA LEDline™ RGB strip connector

EN-STRGBB LEDline™ RGB wired strip connector

EN-STRGBC LEDline™ RGB inter-connection strip connector

RGB

RGB

24V IP20 
RGB LED Strip

LEDline™ RGB  
strip connector

LEDline™ RGB 
strip connector

LEDline™ RGB inter-connection 
strip connector

S
trip
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hting

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 2m

SV-LRS-50-24 50W  non-dimmable 24V constant voltage driver 3m

SV-LRS-75-24 75W  non-dimmable 24V constant voltage driver 5m

SV-LRS-100-24 100W  non-dimmable 24V constant voltage driver 6.5m

SV-LRS-150-24 150W  non-dimmable 24V constant voltage driver 10m

Max single run 5m 

Contact our sales office for more 
information on RGB strip controllers,  
Tel: +27 (0) 11 234 4878 or  
Email: info@aurora-africa.com

RGB Colour Changing
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LEDline™

High density RGB with tuneable 
white colour changing flexible LED 
strip with 3M™ self adhesive backing

Cut points every 100mm for 

maximum flexibility

Beam angle of 120° 

60 LEDs per metre

RGB and tuneable white colour 
temperature between 2500-6500K

Maximum run of 5m

For runs over 5m individual lengths 
should be connected in parallel

Reel length 30m

24V IP20 RGB + tuneable LED strip

3 mm

12 mm

0.5 mm

Colour Tuneable

RGB Colour Changing
RGBCX

RGBCX

6500K2500K

Cat. No. Watts/m No. of LEDs/m Colour

EN-ST80RGBCX 24W 60 RGB + Tuneable White

Accessories

EN-STRGBCXA LEDline™ RGBCX strip connector

EN-STRGBCXB LEDline™ RGBCX wired strip connector

EN-STRGBCXC LEDline™ RGBCX inter-connection strip connector

24V IP20 
RGB + Tuneable White LED Strip

LEDline™ RGBCX strip 
connector

LEDline™ RGBCX wired 
strip connector

LEDline™ RGBCX inter-connection 
strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 1m

SV-LRS-75-24 75W non-dimmable 24V constant voltage driver 2.5m

SV-LRS-100-24 100W non-dimmable 24V constant voltage driver 3.5m

SV-LRS-150-24 150W non-dimmable 24V constant voltage driver 5.5m

SV-LRS-200-24 200W non-dimmable 24V constant voltage driver 7.5m

SV-LRS-350-24 350W non-dimmable 24V constant voltage driver 10m

Max single run 5m 

Contact our sales office for more  
information on RGBCX strip controllers,  
Tel: +27 (0) 11 234 4878 or  
Email: info@aurora-africa.com
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2 mm 0.5 mm

10 mm

LEDline™ single colour 
strip connector

LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 153lm/W

Cut points every 33mm for  

maximum flexibility

Beam angle of 120° 

240 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 30m

24V IP20 high efficiency LED strip

LEDline™ single colour wired 
strip connector

LEDline™ single colour inter-connection 
strip connector

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST10150-30 15W 240 3000K 2025lm 135

AA-ST10150-40 15W 240 4000K 2175lm 145

AA-ST10150-50 15W 240 5000K 2234lm 149

AA-ST10150-65 15W 240 6500K 2294lm 153

Accessories

AA-STA10SA LEDline™ single colour strip connector

AA-STA10SB LEDline™ single colour wired strip connector

AA-STA10SC LEDline™ single colour inter-connection strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 2m

SV-LRS-50-24 50W non-dimmable 24V constant voltage driver 3m

SV-LRS-75-24 75W Non-Dimmable 24V constant voltage driver 4.5m

SV-LPV-100-24 100W non-dimmable 24V constant voltage driver 6m

SV-LPV-150-24 150W non-dimmable 24V constant voltage driver 9m

S
trip
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hting

24V IP20 High Efficiency  
Single Colour LED Strip

Max single run 5m 

HIGH
EFFICIENCY 
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LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 137lm/W

Cut points every 50mm for  

maximum flexibility

Beam angle of 120° 

160 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 30m

24V IP67 high efficiency LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST12110IP-30 11W 160 3000K 1320lm 120

AA-ST12110IP-40 11W 160 4000K 1430lm 130

AA-ST12110IP-50 11W 160 5000K 1469lm 135

AA-ST12110IP-65 11W 160 6500K 1508lm 137

Accessories

AA-STA12IP LEDline™ IP67 strip connector kit

Cat. No. Description Metres per driver

LED Drivers

SV-LPV-35-24 35W non-dimmable IP67 24V constant voltage driver 3m

SV-LPV-60-24 60W non-dimmable IP67 24V constant voltage driver 5m

SV-LPV-100-24 100W non-dimmable IP67 24V constant voltage driver 8m

SV-LPV-150-24 150W non-dimmable IP67 24V constant voltage driver 12m
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24V IP67 High Efficiency  
Single Colour LED Strip

2 mm 0.5 mm

12mm

IP Rated kit includes:
- 2 power leads
- 2 end caps
- 4 starter sleeves
- 1 tube of sealant
- 6 fixing clips
- 12 fixing screws
Requires soldering

AA-STA12IP

Max single run 5m 

HIGH
EFFICIENCY 
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2 mm 0.5 mm

10 mm

LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 127lm/W

Cut points every 125mm for  

maximum flexibility

Beam angle of 120° 

112 LEDs per metre

Reel length of 30m

48V IP20 ultra long LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST1096UL-30 9.6W 112 3000K 1056lm 110

AA-ST1096UL-40 9.6W 112 4000K 1152lm 120

AA-ST1096UL-50 9.6W 112 5000K 1183lm 123

AA-ST1096UL-65 9.6W 112 6500K 1215lm 127

Accessories

AA-STA10SA LEDline™ single colour strip connector

AA-STA10SB LEDline™ single colour wired strip connector

AA-STA10SC LEDline™ single colour inter-connection strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-100-48 100W non-dimmable 48V constant voltage driver 9m

SV-LRS-150-48 150W non-dimmable 48V constant voltage driver 14m

SV-LRS-200-48 200W non-dimmable 48V constant voltage driver 19m

SV-LRS-350-48 350W non-dimmable 48V constant voltage driver 30m

S
trip
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48V IP20 Ultra Long  
Single Colour LED Strip

Max single run 30m 

LEDline™ single colour 
strip connector

LEDline™ single colour wired 
strip connector

LEDline™ single colour inter-connection 
strip connector

30M
SINGLE  

RUN

HIGH
EFFICIENCY 

48V
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LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 114lm/W

Cut points every 125mm for  

maximum flexibility

Beam angle of 120° 

112 LEDs per metre

Reel length of 30m

48V IP67 ultra long LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST1096ULIP-30 9.6W 112 3000K 960lm 100

AA-ST1096ULIP-40 9.6W 112 4000K 1035lm 108

AA-ST1096ULIP-50 9.6W 112 5000K 1063lm 111

AA-ST1096ULIP-65 9.6W 112 6500K 1092lm 114

Accessories

AA-STA12IP LEDline™ IP67 strip connector kit

Cat. No. Description Metres per driver

LED Drivers

SV-LPV-100-48 100W non-dimmable IP67 48V constant voltage driver 10m

SV-LPV-150-48 150W non-dimmable IP67 48V constant voltage driver 14m

SV-HLG-240H-48 240W dimmable IP67 48V constant voltage driver 23m

SV-HLG-320H-48 320W dimmable IP67 48V constant voltage driver 30m
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48V IP67 Ultra Long   
Single Colour LED Strip

2 mm 0.5 mm

12 mm

IP Rated kit includes:
- 2 power leads
- 2 end caps
- 4 starter sleeves
- 1 tube of sealant
- 6 fixing clips
- 12 fixing screws
Requires soldering

AA-STA12IP

Max single run 30m 

30M
SINGLE  

RUN

48V
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2 mm 0.5 mm

8 mm

LEDline™

Single colour flexible strip with 3M™ 
self adhesive backing

High efficiency up to 153lm/W

Cut points every 100mm for  

maximum flexibility

Beam angle of 120° 

80 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 30m

24V IP20 Low Wattage  
Single Colour LED Strip

24V IP20 low wattage single colour LED strip

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

AA-ST838-30 3.8W 80 3000K 513lm 135

AA-ST838-40 3.8W 80 4000K 551lm 145

AA-ST838-50 3.8W 80 5000K 566lm 149

AA-ST838-65 3.8W 80 6500K 581lm 153

Accessories

AA-STA8SA LEDline™ single colour strip connector

AA-STA8SB LEDline™ single colour wired strip connector

AA-STA8SC LEDline™ single colour inter-connection strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 8m

SV-LRS-50-24 50W non-dimmable 24V constant voltage driver 12m

SV-LRS-75-24 75W non-dimmable 24V constant voltage driver 17m

SV-LRS-100-24 100W non-dimmable 24V constant voltage driver 23m

S
trip
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Max single run 5m 

LEDline™ single colour 
strip connector

LEDline™ single colour wired 
strip connector

LEDline™ single colour inter-connection 
strip connector

HIGH
EFFICIENCY 
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2 mm 0.5 mm

8 mm

LEDline™ single  
colour strip connector

LEDline™

Single colour flexible led strip with 3M™ 
self adhesive backing

High efficiency up to 109lm/W

Cut points every 50mm for  

maximum flexibility

Beam angle of 120° 

120 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 30m

24V IP20 eco LED strip

LEDline™ single colour wired 
strip connector

LEDline™ single colour inter-connection 
strip connector

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

EN-ST224-27 9.6W 120 2700K 950lm 99

EN-ST224-30 9.6W 120 3000K 950lm 99

EN-ST224-40 9.6W 120 4000K 1020lm 106

EN-ST224-BLU 9.6W 120 Blue -

Accessories

EN-ST224A LEDline™ single colour strip connector

EN-ST224B LEDline™ single colour wired strip connector

EN-ST224C LEDline™ single colour inter-connection strip connector

Cat. No. Description Metres per driver

LED Drivers

SV-LRS-35-24 35W non-dimmable 24V constant voltage driver 3m

SV-LRS-50-24 50W non-dimmable 24V constant voltage driver 4.5m

SV-LRS-75-24 75W non-dimmable 24V constant voltage driver 7m

SV-LRS-100-24 100W non-dimmable 24V constant voltage driver 10m

24V IP20 ECO 
Single Colour LED Strip

S
tr
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Max single run 5m 
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LEDline™

Single colour flexible led strip with 3m™ 
self adhesive backing

High efficiency up to 109lm/W

Cut points every 50mm for  

maximum flexibility

Beam angle of 120°

120 LEDs per metre

For runs over 5m individual lengths  
should be connected in parallel

Reel length of 10m

24V IP67 LED strip

4 mm

10 mm

0.5 mm

IP Rated kit includes:
- 2 power leads 
- 2 end caps 
- 4 heat shrink sleeves 
- 1 tube of sealant
- 6 fixing clips 
- 12 fixing screws
Requires soldering

EN-STIPCKB

Cat. No. Watts/m No. of LEDs/m Colour lm/m lm/W

EN-ST324B-30 9.6W 120 3000K 950lm 99

EN-ST324B-40 9.6W 120 4000K 1000lm 104

EN-ST324B-BLU 9.6W 120 Blue - -

Accessories

EN-STIPCKB LEDline™ IP67 strip connector kit

24V IP67 ECO 
Single Colour LED Strip

Cat. No. Description Metres per driver

LED Drivers

SV-LPV-35-24 35W non-dimmable IP67 24V constant voltage driver 3m

SV-LPV-60-24 60W non-dimmable IP67 24V constant voltage driver 5.5m

SV-LPV-100-24 100W non-dimmable IP67 24V constant voltage driver 10m

Max single run 5m
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AA-ST88C P.104 AA-ST88C P.104 AA-ST88C P.104 AA-ST88C P.104 AA-ST88C P.104 AA-ST88C P.104 AA-ST88C P.104 AA-ST88C P.104

AA-ST108CIP P.105 AA-ST108CIP P.105 AA-ST108CIP P.105 AA-ST108CIP P.105 AA-ST108CIP P.105 AA-ST108CIP P.105 AA-ST108CIP P.105 AA-ST108CIP P.105

AA-ST1015C P.106 AA-ST1015C P.106 AA-ST1015C P.106 AA-ST1015C P.106 AA-ST1015C P.106 AA-ST1015C P.106 AA-ST1015C P.106 AA-ST1015C P.106

AA-ST10160CCX P.108 AA-ST10160CCX P.108 AA-ST10160CCX P.108 AA-ST10160CCX P.108 AA-ST10160CCX P.108 AA-ST10160CCX P.108 AA-ST12150CIP P.107 AA-ST12150CIP P.107

EN-ST224RGB P.110 EN-ST224RGB P.110 EN-ST224RGB P.110 EN-ST224RGB P.110 EN-ST224RGB P.110 EN-ST224RGB P.110 AA-ST10160CCX P.108 AA-ST10160CCX P.108

AA-ST10150 P.112 AA-ST10150 P.112 AA-ST10150 P.112 AA-ST10150 P.112 AA-ST10150 P.112 AA-ST10150 P.112 AA-ST12160RGBW P.109 AA-ST12160RGBW P.109

AA-ST1096UL P.114 AA-ST1096UL P.114 AA-ST1096UL P.114 AA-ST1096UL P.114 AA-ST1096UL P.114 AA-ST1096UL P.114 EN-ST224RGB P.110 EN-ST224RGB P.110

AA-ST838 P.116 AA-ST838 P.116 AA-ST838 P.116 AA-ST838 P.116 AA-ST838 P.116 AA-ST838 P.116 EN-ST80RGBCX P.111 EN-ST80RGBCX P.111

EN-ST224 P.117 EN-ST224 P.117 EN-ST224 P.117 EN-ST224 P.117 EN-ST224 P.117 EN-ST224 P.117 AA-ST10150 P.112 AA-ST10150 P.112

EN-ST324B P.118 EN-ST324B P.118 EN-ST324B P.118 EN-ST324B P.118 EN-ST324B P.118 EN-ST324B P.118 AA-ST12110IP P.113 AA-ST12110IP P.113

AA-ST1096UL P.114 AA-ST1096UL P.114

AA-ST1096ULIP P.115 AA-ST1096ULIP P.115

AA-ST838 P.116 AA-ST838 P.116

EN-ST224 P.117 EN-ST224 P.117

EN-ST324B P.118 EN-ST324B P.118

Aluminium channel offers a choice of recessed, surface and corner 
mount options. With limitless applications, the channel is ideal for 
use with the Aurora LED strip for living rooms, cove lighting or under 
counter tops. 
 

Please note: strip connectors do not fit inside the channel

Contact your local sales representative or our friendly 
sales team via telephone +27 (0) 11 234 4878 or email:  
info@aurora-africa.com or visit auroralighting.co.za

Channel + Strip Compatibility

16mm

12
m
m

11.2mm

22mm

90°

19
m
m

11.2mm

15.2mm

EN-CH103
Recessed 
profile

EN-CH104
Corner 
profile

Deep  
profile

EN-CH105
Surface 
profile

EN-CH101
Surface 
profile

EN-CH100

6m
m

11.2mm

15.2mm

11.2mm

16mm

12
m
m

26mm

26
m
m

22.2mm

12mm

EN-CH106KIT
Deep profile 
kit

12.2mm

17mm

14
m
m

15
m
m

EN-CH109KIT
Recessed
profile kit

20mm

62mm

15
m
m

28.2mm

Recessed 
profile

EN-CH102

22mm

15.2mm

11.2mm 6m
m

Please note: strip connectors do not fit inside the channel.

Channel
Frosted/Clear

Diffuser
End Caps Without Cable 

Entry
End Caps With Cable 

Entry
Mounting Clip

EN-CH100*
EN-CHPC1CL* 
 EN-CHPC1FR*

EN-CH100EC1 EN-CH100EC2 EN-CHC1

EN-CH101*
EN-CHPC1CL* 
EN-CHPC1FR*

EN-CH101EC1 EN-CH101EC2 EN-CHC1

EN-CH102*
EN-CHPC1CL*
 EN-CHPC1FR*

EN-CH102EC1 EN-CH102EC2 -

EN-CH103*
EN-CHPC1CL*
EN-CHPC1FR*

EN-CH103EC1 EN-CH103EC2 -

EN-CH104*
EN-CHPC1CL*
EN-CHPC1FR*

EN-CH104EC1 EN-CH104EC2 EN-CHC2

EN-CH105*† EN-CHPC2FR* EN-CH105EC1 EN-CH105EC2 -

EN-CH106*KIT Diffuser, end caps and mounting clips included 

EN-CH109*KIT Diffuser and end caps included

†Diffuser requires securing with a silicon sealant (not included).

*�Add suffix 1 or 2 for 1m or 2m lengths 
EN-CH105 available with frosted cover only

LED Strip  
Channel Accessories
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Emergency Lighting

EMERGENCY SOLUTIONS,
FOR CRITICAL MOMENTS

https://www.auroralighting.co.za/
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Recessed Mount

124

Emergency Downlight

123

Suspension Mount

124

Track Mount

124

Ceiling/Wall Mount

124

Track Light

125

Emergency Downlight

122



122

Auto Test

55mm/ 80mm/ 140mm trim plate 
for different cutouts

Round/ oval interchangeable lens - 
round lens for open areas, oval lens  
for escape routes

Stand alone emergency fitting

Non-maintained

3 Hour backup duration

Accessories sold separately

AA-EMLD2A emergency downlight AA-EMLD2ACC trim plate

AA-EMLD2A emergency downlight

E
m

erg
ency Lig

hting

Cat. No. Watts Lumens Colour

AA-EMLD2A 3.5W 220lm 5000K

Accessories

AA-EMLD2ACC80 80mm Trim plate

AA-EMLD2ACC140 140mm Trim plate

AA-EMLD2A
(H)	 30mm Height
(OD)	55mm Overall (Ø)
(CO)	42-50mm Cutout (Ø)

Recessed LED 
Emergency Downlight Emergency

Specification
Installation Type Recessed 

Input Voltage 200 - 240V

Luminaire Materials Die Cast Aluminium, Polycarbonate

Lifetime 50000

Battery LiFePO4 6.4V 1500mAh

Test Function Auto Test

Warranty Fitting 5 Years

Warranty Battery 3 Years

H

OD
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Auto test

Innovative downlight with modular design

Surface/ recessed mounting 2 in 1

Round / oval interchangeable lens 

Round lens for open areas,

Oval lens for escape route

High-efficiency Samsung LED delivers 
exceptional brightness

3 Hour backup duration

Non-maintained

Surface accessory sold separately

Specification
Installation Type Recessed 

Input Voltage 200 - 240V

Luminaire Materials Polycarbonate

Lifetime 50000

Battery LiFePO4 9.6V 1500mAh

Test Function Auto Test

Warranty Fitting 5 Years

Warranty Battery 3 Years

AA-EMDL6 front view AA-EMDL6 shown with AA-EMDL6ACC

AA-EMDL6 emergency downlight

Recessed LED 
Emergency Downlight Emergency

Cat. No. Watts Lumens Colour

AA-EMDL6 6W 450lm 5000K

Accessories

AA-EMDL6ACC Surface mount kit for AA-EMDL6

AA-EMDL6
(H)	 55mm Height
(OD)	140mm Overall (Ø)
(CO)	115-130mm Cutout (Ø)

H

OD
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AA-EM3283 adjustable surface mount

Adjustable Ceiling/Wall Mounted 
Emergency Exit Signs

Auto test

Featuring a 180° rotatable design 
for flexibility

Constructed with a PC housing and 
PMMA board

Offers various mounting options to 
meet diverse needs

Includes an energy-saving cinema 
mode ideal for theatre and cinema 
applications

3 Hour backup duration

Non Maintained

Accessories sold separately

Cat. No. Watts Colour

AA-EM3283 1W 6000K

Accessories

AA-EMA328REC Recessed mount

AA-EMA328SUS Pendant mount

AA-EMA328TRA Track mount

328mm 43mm

230m
m

30m

DIMENSION

Lorem ipsum

ICON   INDEX

Ceiling Mounted
Recessed 
Mounted

Side Mounted Track Mounted

Wall Mounted

Suspension Mounted

Beam Angle
xxx°

Viewing Distance
xxm

Horizontal 
Rotationxxx°

Vertical 
Rotation

xxx°

IP65 Waterproof
Ingress 
Protection

Ingress 
Protection

Finished Color Finished Color
Black

Finished Color
SilverWhite  

Round lens 
ROUND

Oval lens
OVAL 

Auto Test Manual Test Dali Test

Central Battery 
System

Dimensions

Legend Options:

AA-EM3283 + AA-EMA328REC 

ICON   INDEX

Ceiling Mounted
Recessed 
Mounted

Side Mounted Track Mounted

Wall Mounted

Suspension Mounted

Beam Angle
xxx°

Viewing Distance
xxm

Horizontal 
Rotationxxx°

Vertical 
Rotation

xxx°

IP65 Waterproof
Ingress 
Protection

Ingress 
Protection

Finished Color Finished Color
Black

Finished Color
SilverWhite  

Round lens 
ROUND

Oval lens
OVAL 

Auto Test Manual Test Dali Test

Central Battery 
System

ICON   INDEX

Ceiling Mounted
Recessed 
Mounted

Side Mounted Track Mounted

Wall Mounted

Suspension Mounted

Beam Angle
xxx°

Viewing Distance
xxm

Horizontal 
Rotationxxx°

Vertical 
Rotation

xxx°

IP65 Waterproof
Ingress 
Protection

Ingress 
Protection

Finished Color Finished Color
Black

Finished Color
SilverWhite  

Round lens 
ROUND

Oval lens
OVAL 

Auto Test Manual Test Dali Test

Central Battery 
System

AA-EM3283 + AA-EMA328TRA

ICON   INDEX

Ceiling Mounted
Recessed 
Mounted

Side Mounted Track Mounted

Wall Mounted

Suspension Mounted

Beam Angle
xxx°

Viewing Distance
xxm

Horizontal 
Rotationxxx°

Vertical 
Rotation

xxx°

IP65 Waterproof
Ingress 
Protection

Ingress 
Protection

Finished Color Finished Color
Black

Finished Color
SilverWhite  

Round lens 
ROUND

Oval lens
OVAL 

Auto Test Manual Test Dali Test

Central Battery 
System

AA-EM3283 + AA-EMA3283SUS

AA-EMA328P-R AA-EMA328P-L

AA-EMA328P-D AA-EMA328P-U

AA-EMA328P-UR AA-EMA328P-DR

AA-EMA328P-UL AA-EMA328P-DL

AA-EMA328P-W

Specification
Installation Type Wall / Ceiling Mount

Input Voltage 200 - 240VAC

Luminaire Materials PC and PMMA Board

Lifetime 50000

Battery LiFePO4 3.2V 1500mAh

Test Function Auto Test

Warranty Fitting 5 Years

Warranty Battery 3 Years

Emergency

E
m
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ency Lig

hting
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Recessed Mounted For  
Emergency Exit Signs

Auto test

Compatible with 4-wire 3-circuit tracks

Switchable between maintained and 
non-maintained modes

Seamlessly integrates into current 
track lighting setups

Ideal for commercial spaces like 
galleries, museums, clothing and 
jewellery stores, etc.

3 Hour backup duration

Accessories sold separately

Cat. No. Watts Lumens Colour Beam

AA-EM2124* 2W 220lm 5000K 30°

Accessories

AA-EM212ACC 140° wide beam lens accessory

Dimensions

ICON   INDEX

Ceiling Mounted
Recessed 
Mounted

Side Mounted Track Mounted

Wall Mounted

Suspension Mounted

Beam Angle
xxx°

Viewing Distance
xxm

Horizontal 
Rotationxxx°

Vertical 
Rotation

xxx°

IP65 Waterproof
Ingress 
Protection

Ingress 
Protection

Finished Color Finished Color
Black

Finished Color
SilverWhite  

Round lens 
ROUND

Oval lens
OVAL 

Auto Test Manual Test Dali Test

Central Battery 
System

AA-EM2124 with 30° as standard AA-EM2124-BLK front view

AA-EM212ACC 140° wide beam lens accessory

Specification
Installation Type Track Mount

Input Voltage 200 - 240VAC

Luminaire Materials Polycarbonate

Lifetime 50000

Battery LiFePO4 6.4V 1500mAh

Test Function Auto Test

Warranty Fitting 5 Years

Warranty Battery 3 Years

*Add suffix W or BLK for White or Black finish

Emergency

H

L

W

AA-EM2124
(L)	 232mm Length
(W)  63mm Width
(H)	 114mm Height
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POWER & CONTROL

24V
POWER SOLUTIONS

https://www.auroralighting.co.za/
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24V & 48V IP67 
Non-Dim & Dim

130

24V & 48V 
Non-Dimmable

128

24V 
Non-Dimmable

129

 0-10V 
Shuttle Dimmer

131

350W 
Bell Press Dimmer

131

500W  
Bell Press Dimmer

131

5A 
Cord Set

131
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24V / 48V Constant Voltage  
Non-Dimmable LED Drivers

A comprehensive range of 24V & 48V constant voltage  
LED drivers for use with Aurora Lighting Africa LED strip

5 year warranty
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Cat. No. Description Input Voltage Output Voltage
 (V DC)

Nominal Power Max. Amb 
Temp (°C)

Dimensions

Non-Dimmable 24V

SV-LRS-35-24 35W 24V 85-264VAC 24V 35W -30~+70°C 99  x 82 x 30mm

SV-LRS-50-24 50W 24V 85-264VAC 24V 50W -30~+70°C 99 x 82 x 30mm

SV-LRS-75-24 75W 24V 85-264VAC 24V 75W -30~+70°C 99 x 97 x 30mm

SV-LRS-100-24 100W 24V 85-264VAC 24V 100W -30~+70°C 129 x 97 x 30mm

SV-LRS-150-24 150W 24V 85-264VAC 24V 150W -30~+70°C 159 x 97 x 30mm

SV-LRS-200-24 200W 24V 85-264VAC 24V 200W -30~+70°C 215 x 115 x 30mm

SV-LRS-350-24 350W 24V 85-264VAC 24V 350W -30~+70°C 215 x 115 x 30mm

Non-Dimmable 48V

SV-LRS-100-48 100W 48V 85-264VAC 48V 100W -30~+70°C 129 x 97 x 30mm

SV-LRS-150-48 150W 48V 85-264VAC 48V 150W -30~+70°C 159 x 97 x 30mm

SV-LRS-200-48 200W 48V 85-264VAC 48V  200W -30~+70°C 215 x 115 x 30mm

SV-LRS-350-48 350W 48V 85-264VAC 48V 350W -30~+70°C 215 x 115 x 30mm°
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24V Constant Voltage  
Non-Dimmable LED Drivers

A comprehensive range of 24V constant voltage  
LED drivers for use with Aurora Lighting Africa LED strip

5 year warranty

Cat. No. Description Input Voltage Output Voltage
 (V DC)

Nominal Power Max. Amb 
Temp (°C)

Dimensions

Non-Dimmable IP67 24V

SV-LPV-35-24 35W IP67 24V 90-264VAC 24V 35W -25~+70°C 148 x 40 x 30mm 

SV-LPV-60-24 60W IP67 24V 90-264VAC 24V 60W -25~+70°C 163 x 43 x 32mm

SV-LPV-100-24 100W IP67 24V 90-264VAC 24V 100W -25~+70°C 190 x 52 x 37mm

SV-LPV-150-24 150W IP67 24V 180-305VAC 24V 150W -25~+70°C 191 x 63 x 38mm
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Non-Dimmable 24V

SV-APV-12-24 12W 24V 90-264VAC 24V 12W -30~+70°C 77 x 40 x 29mm

SV-APV-16-24 16W 24V 90-264VAC 24V 16W -30~+70°C 77 x 40 x 29mm

SV-APV-25-24 25W 24V 90-264VAC 24V 25W -30~+70°C 84 x 57 x 30mm
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24V / 48V IP67 Constant Voltage 
Non-Dimmable and Dimmable LED Drivers

A comprehensive range of  24V & 48V constant voltage  
IP67 LED drivers for use with Aurora Lighting Africa LED strip.

5 year warranty

Cat. No. Description Input Voltage Output Voltage
 (V DC)

Nominal Power Max. Amb 
Temp (°C)

Dimensions

Non-Dimmable IP67 24V

SV-ELG-150-24A 150W IP67 24V 100-305VAC 24V 150W -40~+90°C 219 x 63 x 36mm

SV-ELG-200-24A 200W IP67 24V 100-305VAC 24V 200W -40~+90°C 244 x 71 x 38mm

SV-ELG-240-24A 240W IP67 24V 100-305VAC 24V 240W -40~+90°C 244 x 71 x 38mm

SV-ELG-300-24A 300W IP67 24V 100-305VAC 24V 300W -40~+90°C 246 x 77 x 40mm

SV-LPV-35-24 35W IP67 24V 90-264VAC 24V 35W -25 ~+70°C 148 x 40 x 30mm

SV-LPV-60-24 60W IP67 24V 90-264VAC 24V 60W -25~+70°C 163 x 43 x 32mm

SV-LPV-100-24 100W IP67 24V 90-264VAC 24V 100W -25~+70°C 190 x 52 x 37mm

SV-LPV-150-24 150W IP67 24V 90-264VAC 24V 150W -25~+70°C 191 x 63 x 38mm

Non-Dimmable IP67 48V

SV-LPV-100-48 100W IP67 48V 90-264VAC 48V 100W -25~+70°C 190 x 52 x 37mm

SV-LPV-150-48 150W IP67 48V 90-264VAC 48V 150W -25~+70°C 191 x 63 x 38mm

Dimmable IP67 24V

SV-ELG-150-24B 150W IP67 24V 100-305VAC 24V 150W -40~+90°C 219 x 63 x 40mm

SV-ELG-200-24B 200W IP67 24V 100-305VAC 24V 200W -40~+90°C 244 x 71 x 38mm

SV-ELG-240-24B 240W IP67 24V 100-305VAC 24V 240W -40~+90°C 244 x 71 x 38mm

SV-ELG-300-24B 300W IP67 24V 100-305VAC 24V 300W -40~+90°C 246 x 77 x 40mm

Dimmable IP67 48V

SV-HLG-240H-48 240W IP67 48V 90-305VAC 48V 240W -40~+90°C 244 x 68 x 39mm

SV-HLG-320H-48 320W IP67 48V 90-305VAC 48V 320W -40~+90°C 252 x 90 x 44mm
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Bell Press Dimmers

Cat. No. Description

SV-TRI-IBTE350PB Intellibus 350W bell press dimmer

 MINI-T-LED-125W  Shuttle 125W bell press dimmer

 SDIM-T-LED-500W  Shuttle 500W bell press dimmer

 SDIM-T-LED-800W  Shuttle 800W bell press dimmer

SDIMR-1-10V-1800VA Shuttle 0-10V, 1-10V & 10V PWM dimmer

AC5053WE3 White 5A cord set

AC5053WE3-BLK Black 5A cord set

Supplied with 5Amp plug 
3 metre lead attached

Can control up to 100 fittings 
Full range adjustment control

Trailing Edge Dimming

Active Load Sensing

Robust active short-circuit protection

Over temperature protection

Smooth Dimming

Cord SetShuttle 0-10V, 1-10V & 10V PWM dimmer

SV-TRI-IBTE350PB
Intellibus 350W Bell Press Dimmer

3 Year Warranty

MINI-T-LED-125W
Shuttle 125W Bell Press Dimmer

AC5053WE3 - White
AC5053WE3-BLK - Black
5A cord set

SDIMR-1-10V-1800VA
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SDIM-T-LED-800W
Shuttle 800W Bell Press Dimmer

2 Year Warranty

SDIM-T-LED-500W
Shuttle 500W Bell Press Dimmer

Intellibus triac dimmer Shuttle bell press triac dimmer
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AA-ANT12WSF-CCT3	 67

AA-ANT12WSF-CCT3EM	 67

AA-ANT12WSF-CCT3MS	 67

AA-ANT15WSF-CCT3	 67

AA-ANT15WSF-CCT3EM	 67

AA-ANT15WSF-CCT3MS	 67

AA-ANTA12-F	 67
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AA-BDDL5714-40W	 15
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AA-BHT-ACCW	 85

AA-BHT18-CSBLK	 85

AA-BHT18-CSW	 85

AA-BHT25-CSBLK	 85

AA-BHT25-CSW	 85

AA-DDLB071-30BLK	 27
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AA-DDLBT081-40BLK	 27
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AA-DLB071-40W	 27

AA-DLB101-30BLK	 27

AA-DLB101-30W	 27

AA-DLB101-40BLK	 27

AA-DLB101-40W	 27

AA-DLBT081-30BLK	 27

AA-DLBT081-30W	 27

AA-DLBT081-40BLK	 27

AA-DLBT081-40W	 27
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AA-DLH718-40	 13

Cat.No. Pg. Cat.No. Pg. Cat.No. Pg.

For full terms & conditions visit auroralighting.co.za
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Cat.No. Pg.
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AA-DLH820-30	 13

AA-DLH820-40	 13

AA-DLH930-30	 13

AA-DLH930-40	 13

AA-DLHWS10-30	 11

AA-DLHWS10-40	 11

AA-DLHWS4-30	 11

AA-DLHWS4-40	 11

AA-DLHWS6-30	 11

AA-DLHWS6-40	 11

AA-DLHWS8-30	 11

AA-DLHWS8-40	 11

AA-DLR312-40BLK	 23

AA-DLR312-40W	 23

AA-DLR420-40BLK	 23

AA-DLR420-40W	 23

AA-DLR630-40BLK	 23

AA-DLR630-40W	 23

AA-DLR840-40BLK	 23

AA-DLR840-40W	 23

AA-EM2124BLK	 125

AA-EM2124W	 125

AA-EM212ACC	 125

AA-EM3283	 124

AA-EMA328P-D	 124

AA-EMA328P-DL	 124

AA-EMA328P-DR	 124

AA-EMA328P-L	 124

AA-EMA328P-R	 124

AA-EMA328P-U	 124

AA-EMA328P-UL	 124

AA-EMA328P-UR	 124

AA-EMA328P-W	 124

AA-EMA328REC	 124

AA-EMA328SUS	 124

AA-EMA328TRA	 124

AA-EMDL6	 123

AA-EMDL6ACC	 123

AA-EMLD2A	 122

AA-EMLD2ACC140	 122

AA-EMLD2ACC80	 122

AA-EMLGHE27	 53

AA-FLN10-50	 101

AA-FLN100-50	 101

AA-FLN150-50	 101

AA-FLN20-50	 101

AA-FLN200-50	 101

AA-FLN30-50	 101

AA-FLN50-50	 101

AA-FLS2200-65	 99

AA-FLS3000-65	 99

AA-FLS3800-65	 99

AA-HBB130-40	 79

AA-HBB170-40	 79

AA-HBB90-40	 79

AA-MED1260-40	 61

AA-MED6060-40	 61

AA-PD32018-30BG	 43

AA-PD32018-30W	 43

AA-ST10150-30	 112

AA-ST10150-40	 112

AA-ST10150-50	 112

AA-ST10150-65	 112

AA-ST10150C-30	 106

AA-ST10150C-40	 106

AA-ST10150C-50	 106

AA-ST10150C-65	 106

AA-ST10160CCX	 108

AA-ST108CIP-30	 105

AA-ST108CIP-40	 105

AA-ST108CIP-50	 105

AA-ST108CIP-65	 105

AA-ST1096UL-30	 114

AA-ST1096UL-40	 114

AA-ST1096UL-50	 114

AA-ST1096UL-65	 114

AA-ST1096ULIP-30	 115

AA-ST1096ULIP-40	 115

AA-ST1096ULIP-50	 115

AA-ST1096ULIP-65	 115

AA-ST12110IP-30	 113

AA-ST12110IP-40	 113

AA-ST12110IP-50	 113

AA-ST12110IP-65	 113

AA-ST12150CIP-30	 107

AA-ST12150CIP-40	 107

AA-ST12150CIP-50	 107

AA-ST12150CIP-65	 107

AA-ST12160CRGBW-30	 109

AA-ST12160CRGBW-40	 109

AA-ST838-30	 116

AA-ST838-40	 116

AA-ST838-50	 116

Cat.No. Pg. Cat.No. Pg.

For full terms & conditions visit auroralighting.co.za



134

Index

Ind
ex

AA-ST838-65	 116

AA-ST88C-30	 104

AA-ST88C-40	 104

AA-ST88C-50	 104

AA-ST88C-65	 104

AA-STA10CA	 108

AA-STA10CB	 108

AA-STA10CC	 108

AA-STA10CD	 108

AA-STA10IP	 105

AA-STA10SA	 112

AA-STA10SB	 112

AA-STA10SC	 112

AA-STA12CA	 109

AA-STA12CB	 109

AA-STA12CC	 109

AA-STA12CD	 109

AA-STA12IP	 107

AA-STA8CA	 104

AA-STA8CB	 104

AA-STA8CC	 104

AA-STA8CD	 104

AA-STA8SA	 116

AA-STA8SB	 116

AA-STA8SC	 116

AA-TSA248036-30BLK	 37

AA-TSA248036-30W	 37

AA-TSA248036-35BLK	 37

AA-TSA248036-35W	 37

AA-TSA248036-40BLK	 37

AA-TSA248036-40W	 37

AA-TSA249036-30BLK	 37

AA-TSA249036-30W	 37

AA-TSA249036-35BLK	 37

AA-TSA249036-35W	 37

AA-TSA249036-40BLK	 37

AA-TSA249036-40W	 37

AA-TSA328036-30BLK	 37

AA-TSA328036-30W	 37

AA-TSA328036-35BLK	 37

AA-TSA328036-35W	 37

AA-TSA328036-40BLK	 37

AA-TSA328036-40W	 37

AA-TSA329036-30BLK	 37

AA-TSA329036-30W	 37

AA-TSA329036-35BLK	 37

AA-TSA329036-35W	 37

AA-TSA329036-40BLK	 37

AA-TSA329036-40W	 37

AA-TSAA2415	 37

AA-TSAA2424	 37

AA-TSAA2436	 37

AA-TSAA2460	 37

AA-TSAA3215	 37

AA-TSAA3224	 37

AA-TSAA3236	 37

AA-TSAA3260	 37

AA-TSR328036-30BLK	 35

AA-TSR328036-30W	 35

AA-TSR328036-35BLK	 35

AA-TSR328036-35W	 35

AA-TSR328036-40BLK	 35

AA-TSR328036-40W	 35

AA-TSR329036-30BLK	 35

AA-TSR329036-30W	 35

AA-TSR329036-35BLK	 35

AA-TSR329036-35W	 35

AA-TSR329036-40BLK	 35

AA-TSR329036-40W	 35

AA-TSRA3224	 35

AA-TSRA3236	 35

AA-TSRA3250	 35

AA-TSZ288036-30BLK	 33

AA-TSZ288036-30W	 33

AA-TSZ288036-35BLK	 33

AA-TSZ288036-35W	 33

AA-TSZ288036-40BLK	 33

AA-TSZ288036-40W	 33

AA-TSZ289036-30BLK	 33

AA-TSZ289036-30W	 33

AA-TSZ289036-35BLK	 33

AA-TSZ289036-35W	 33

AA-TSZ289036-40BLK	 33

AA-TSZ289036-40W	 33

AA-TSZA2824	 33

AA-TSZA2836	 33

AA-TSZA2850	 33

AA-WL10-CS	 95

AA-WL18-CS	 95

AA-WLPM20-40	 93

AA-WLPM27-40	 93

AC5053WE3	 131

AC5053WE3-BLK	 131

Cat.No. Pg. Cat.No. Pg. Cat.No. Pg.

For full terms & conditions visit auroralighting.co.za



135auroralighting.co.za

In
d

ex

AU-EM6GLSB227-30	 53

AU-EM6GLSE277-30	 53

AU-EMGU05-30	 51

AU-EMGU05-40	 51

EN-ANTL1238-40	 75

EN-ANTL1238EM-40	 75

EN-ANTL1555-40	 75

EN-ANTL1555EM-40	 75

EN-BA1222-40	 73

EN-BA1222EM-40	 73

EN-BA1222MS-40	 73

EN-BA1243-40	 73

EN-BA1243EM-40	 73

EN-BA1243MS-40	 73

EN-BH108-40	 87

EN-BH115-40	 87

EN-BH120-40	 87

EN-BH215-40	 89

EN-BH220-40	 89

EN-BZ115BLK	 87

EN-BZ120BLK	 87

EN-BZ215BLK	 89

EN-BZ220BLK	 89

EN-CH1001	 119

EN-CH1002	 119

EN-CH100EC1	 119

EN-CH100EC2	 119

EN-CH1011	 119

EN-CH1012	 119

EN-CH101EC1	 119

EN-CH101EC2	 119

EN-CH1021	 119

EN-CH1022	 119

EN-CH102EC1	 119

EN-CH102EC2	 119

EN-CH1031	 119

EN-CH1032	 119

EN-CH103EC1	 119

EN-CH103EC2	 119

EN-CH1041	 119

EN-CH1042	 119

EN-CH104EC1	 119

EN-CH104EC2	 119

EN-CH1051	 119

EN-CH1052	 119

EN-CH105EC1	 119

EN-CH105EC2	 119

EN-CH1061KIT	 119

EN-CH1062KIT	 119

EN-CH1091KIT	 119

EN-CH1092KIT	 119

EN-CHC1	 119

EN-CHC2	 119

EN-CHPC1CL1	 119

EN-CHPC1CL2	 119

EN-CHPC1FR1	 119

EN-CHPC1FR1	 119

EN-CHPC1FR2	 119

EN-CHPC2FR1	 119

EN-CWS1	 19

EN-DCNDB225-27 	 57

EN-DCNDE145-27 	 57

EN-DCNDE275-27 	 57

EN-DDL10-30	 17

EN-DDL10-40	 17

EN-DDL15-40	 17

EN-DDL20-40	 17

EN-DDL25-40	 17

EN-DG45B225-27 	 57

EN-DG45E145-27 	 57

EN-DG45E275-27 	 57

EN-DGLSB229-27	 55

EN-DGLSE279-27	 55

EN-DGU005-27	 47

EN-DGU005-30	 47

EN-DGU005-40	 47

EN-DGU005-64	 47

EN-DGU005H-27	 47

EN-DGU005H-30	 47

EN-DGU005H-40	 47

EN-DGU1024H-30	 49

EN-DGU1024H-40	 49

EN-DGU1038-30	 49

EN-DGU1038-40	 49

EN-DL10-30	 17

EN-DL10-40	 17

EN-DL15-30	 17

EN-DL15-40	 17

EN-DL23-30	 17

EN-DL23-40	 17

EN-DL30-30	 17

EN-DL30-40	 17

EN-DLM356SN	 29

Index

Cat.No. Pg. Cat.No. Pg. Cat.No. Pg.

For full terms & conditions visit auroralighting.co.za



136

EN-DLM356W	 29

EN-DLM357SN	 29

EN-DLM357W	 29

EN-DLM411SN	 29

EN-DLM411W	 29

EN-DLM611MW	 29

EN-GLSB2215-30	 55

EN-GLSB2215-40	 55

EN-GLSB229-30	 55

EN-GLSB229-40	 55

EN-GLSE279-30	 55

EN-GLSE279-40	 55

EN-GU005-27	 47

EN-GU005-30	 47

EN-GU005-40	 47

EN-GU005-64	 47

EN-HBD-AR-L	 79

EN-HBD-AR-M	 79

EN-HBD-PR-L	 79

EN-HBD-PR-M	 79

EN-HBD60A	 79

EN-HBD60B	 79

EN-HBD90A	 79

EN-HBD90B	 79

EN-HBDMB1	 79

EN-HBDMB2	 79

EN-HBDMS	 79

EN-HBDRC	 79

EN-LN1230-40BLK	 71

EN-LN1230-40W	 71

EN-LN1540-40BLK	 71

EN-LN1540-40W	 71

EN-LPB1230B-40	 63

EN-LPB1230B-50	 63

EN-LPB1260B-40	 63

EN-LPB1260B-50	 63

EN-LPB6060B-40	 63

EN-LPB6060B-50	 63

EN-PLPC06-40	 21

EN-PLPC09-40	 21

EN-PLPC12-40	 21

EN-PLPC18-40	 21

EN-RSP345-30	 25

EN-RSP345-40	 25

EN-RSP345BLK-30	 25

EN-RSP345BLK-40	 25

EN-ST224-27	 117

EN-ST224-30	 117

EN-ST224-40	 117

EN-ST224-BLU	 117

EN-ST224A	 117

EN-ST224B	 117

EN-ST224C	 117

EN-ST224RGB	 110

EN-ST324B-30	 118

EN-ST324B-40	 118

EN-ST324B-BLU	 118

EN-ST80RGBCX	 111

EN-STIPCKB	 118

EN-STRGBA	 110

EN-STRGBB	 110

EN-STRGBC	 110

EN-STRGBCXA	 111

EN-STRGBCXB	 111

EN-STRGBCXC	 111

EN-TK1BLK	 39

EN-TK1W	 39

EN-TK2BLK	 39

EN-TK2W	 39

GB11-2	 40

GB11-3	 40

GB21-2	 40

GB21-3	 40

"GB2100-2	 "	 40

GB2100-3	 40

GB2200-2	 40

GB2200-3	 40

GB2300-2	 40

GB2300-3	 40

GB34-2	 40

GB34-3	 40

GB37-2	 40

GB37-3	 40

GB38-2	 40

GB38-3	 40

GB41-2	 40

GB41-3	 40

MINI-T-LED-125W	 131

SDIM-T-LED-500W	 131

SDIM-T-LED-800W	 131

SDIMR-1-10V-1800VA	 131

SKB16-N	 41

SKB16-W	 41

Index

Ind
ex

Cat.No. Pg. Cat.No. Pg. Cat.No. Pg.

For full terms & conditions visit auroralighting.co.za



137auroralighting.co.za

In
d

ex

Index

SV-APV-12-24	 129

SV-APV-16-24	 129

SV-APV-25-24	 129

SV-AZ4515-30	 69

SV-AZ4515-40	 69

SV-AZ4515BLK-30	 69

SV-AZ4515BLK-40	 69

SV-AZ45DEG 	 69

SV-AZ6015-30	 69

SV-AZ6015-40	 69

SV-AZ6015BLK-30	 69

SV-AZ6015BLK-40	 69

SV-AZBEND90 	 69

SV-AZCLIP70 	 69

SV-AZCROSS 	 69

SV-AZTEE 	 69

SV-ELG-150-24A	 130

SV-ELG-150-24B	 130

SV-ELG-200-24A	 130

SV-ELG-200-24B	 130

SV-ELG-240-24A	 130

SV-ELG-240-24B	 130

SV-ELG-300-24A	 130

SV-ELG-300-24B	 130

SV-HLG-240H-48	 130

SV-HLG-320H-48	 130

SV-LPV-100-24	 129

SV-LPV-100-24	 130

SV-LPV-100-48	 130

SV-LPV-150-24	 129

SV-LPV-150-24	 130

SV-LPV-150-48	 130

SV-LPV-35-24	 129

SV-LPV-35-24	 130

SV-LPV-60-24	 129

SV-LPV-60-24	 130

SV-LRS-100-24	 128

SV-LRS-100-48	 128

SV-LRS-150-24	 128

SV-LRS-150-48	 128

SV-LRS-200-24	 128

SV-LRS-200-48	 128

SV-LRS-35-24	 128

SV-LRS-350-24	 128

SV-LRS-350-48	 128

SV-LRS-50-24	 128

SV-LRS-75-24	 128

SV-SM103B	 63

SV-SM106B	 63

SV-SM107B	 63

SV-TRI-IBTE350PB	 131

XTS410-N	 41

XTS410-W	 41

XTS420-N	 41

XTS420-W	 41

XTS430-N	 41

XTS430-W	 41

XTSA11-N	 41

XTSA11-W	 41

XTSA21-N	 41

XTSA21-W	 41

XTSA23-N	 41

XTSA23-W	 41

XTSA24-N	 41

XTSA24-W	 41

XTSA34-N	 41

XTSA34-W	 41

XTSA36-N	 41

XTSA36-W	 41

XTSA38-N	 41

XTSA38-W	 41

XTSA41-N	 41

XTSA41-W	 41

Cat.No. Pg. Cat.No. Pg. Cat.No. Pg.

For full terms & conditions visit auroralighting.co.za



AURORA AFRICA 

Aurora Place, Turnberry Office Park, Cnr. Cumberland Ave & Grosvenor Rd,
Bryanston, Sandton, Gauteng, 2191, South Africa

Tel: +27 11 234 4878

auroralighting.co.za

SCAN TO VISIT  
AURORA WEBSITE

https://www.auroralighting.co.za/

	x__Hlk173221372



